
ALUMINUM CLAD

MAINTENANCE-FREE

SUPERIOR CURB APPEAL

RESISTANT TO MOLD, 
ROT, MILDEW & INSECTS

SIMPLE INSTALLATION

DURABILITY

POWDER-COATED FINISH

LASTING VALUE

TitanTM

Overhead Door Frames

Enhance the curb appeal of your home with durable 
aluminum clad garage door frames. 

Titan Overhead Door Frames are designed to match the 
profile and finish details of Waudena Millwork exterior door 
frames. The two systems work together to provide strength 
and low maintenance benefits that’ll keep your doors 
looking new for years to come.

Applications & Installation
•	 Available for new construction or retro-fit openings

•	 Nailing fin provides secure installation

•	 Simple assembly with only 5 screws in each corner

Shapes & Sizes
•	 90° square, 45° clipped corner, or arch head  

(extended lead times may apply)

•	 Available for 4-9/16" (5-1/2" frame depth) and 
6-9/16" (7-1/2" frame depth) wall construction

•	 Custom sizes up to 18' x 18' available by request
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PROTECT WITH ALUMINUM FRAMES

Construction
•	 Durable .092" thick extruded aluminum cladding 

applied to an extruded PVC composite frame

•	 Composite backer is resistant to rot, mold, mildew 
and repels insects (available without backer for retro-
fit openings)

Trim Options
Complete your look with trim options, designed to offer 
architectural aesthetics similar to wood.

Finish & Colors
•	 The maintenance-free, powder-coated finish has great 

color retention and durability, and eliminates the 
trouble of having to repaint your frame year after year

•	 Choose from 10 standard colors and virtually any 
custom color to complement your exterior color 
scheme – the possibilities are endless

Bronze Brick Red Hartford 
Green

Craftsman 
Bronze

Jet BlackWhite Cameo Tan Desert Tan Western 
Adobe

NOTE: Colors shown are as accurate as printing methods will permit.  

WAUDENAMILLWORK.COM

Waudena Millwork reserves the right to change product features and specifications without prior notice.
Photography used herein may not represent current product offering.
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Trim Profile 90° 
square

45° clipped 
corner

Arch 
head

A Brickmould Nosing S S N/A

B Narrowline Nosing O O O

C Flat Casing O N/A N/A

D Accessory Brickmould † O O N/A

NOTE: S = standard, O=optional, N/A = not available, † = Available up to 14'

Composite backerAluminum clad frame with 
brickmould nosing and nail fin
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